NEKO / FUSION Linear System
with FUSION Downlight Module

FW10

Aufbau-, Einbau- und Pendelleuchte

Einfache und unbegrenzte Lingenbestimmung, nahtlose Verbindung

Das Profil kann als einzelne, allgemeine, wallwasher oder mit verschiedenen und unterschiedlichen
Modulen bestlickt werden

Modulares Profildesign ohne sichtbaren Schrauben, Standardlangs 1,2 m & 1,5 m.
Aluminiumprofil, Farbwahl weiB / schwarz / natur eloxiertern Aluminium

Pendelleuchte mit 2000mm Seilauthdngung, werkzeuglose Hohenverstellung

Hoher Sehkomfort, UGR <19

LED 3000K / 4000K, Binning <3 step McAdam, CRI 80/90

Suspended, surface mounted and recessed mounted luminaires

Easy and unlimited length adjustment, seamless connection

Can be used as single fixed / general light / spotlight / wall washer / MIXED.
Modular profile design with no visible screws, standard length 1.2m & 1.5m.
Aluminum profile, color choices white / black / natural anodized aluminum

Suspended luminaire with 2000mm cable suspension, tool free height adjustment.

High visual comfort, UGR<19
LED 3000K/ 4000K, binning<: 3 step MacAdam, CRI 80/ 90.
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NEKO / FUSION Linear System
with Linear Light Module

Accent Light Module

300mm
AL300

Wall Washer Module

600mm
WW600

Blind Cover Module

General Light Module
600mm
GL600

Schones Profilsystem aus Aluminiumdruckguss und mit 50 mm Breite
Verschiedenste Lichtmodule flir beste und individuelle Lichtidsungen

Akzent-, Allgemein- und Spotbeleuchtung — auch Wallwasher Modul vorhanden
Komplett werkzeuglose Montage

Standard und kundenspezifische Langen

Magnetische Endkappen - keine Schrauben sichtbar

Profile system made of extruded aluminium with 50mm width.

Various lighting modules with multiple lighting applications.

General light, accent light, wall washer and spotlight module for choice.
Tool-free inserts mounting by clip-in mechanism.

Magnetic end cap without fixing screws.

Magnetic End Cap

Standard and customized length of module and cover for high precise system.
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NEKO / FUSION Linear System

Corner Modules and Linear Connector
Recessed Surface Mounted Pendant
Blind Cover =
corner module
General Light .
corner module
Channels Linear Connector

System details

Inserts
4.Endkappe Haltererung /
1.Profilkanal/ Profile channel 2.Schieberegler/ Slider End cap holder

i

= LED Driver

i3 . 5.Endkappe/ End cap
s 6. 3.Linearverbinder/ Linear connector
- al

6.Blinddecke / Blind cover

FUSION Module  Accent Light Module General Light Module Wall Washer Module Spot Light Module
(FF/ FW/FS/ FG) (300mm) (600mm) (600mm) (300mm)

Covers

)

Intelligentes Linear-Profildesign Smart linear profile design
Einfachste Installation der Fusion-Einbauleuchte in den Profilkanal Easy to install fusion downlight into profile channel

Blind Cover Opal Cover Flexible Opal Cover

www nokolighting com | 040 |



NEKO / FUSION Linear System

Linearverbinder und Blindabdeckung erfiillen eine nahtlose Verbindung.
Gleicher Abstand kann zwischen jeder Fusion Einbauleuchte eingestellt werden

Linear connector and blind cover fulfill seamless connection

Versimdhmasiehy/ ey canmEsiar Equal distance can be set between each Fusion downlight

.
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Blindabdeckung mit kundenspezifischer
Lénge flr eine nahtlose Verbindung

Blind cover with customized length
providing seamless connection

230mm ‘ 290mm ‘ 460mm ‘ 290mm ‘ 460mm ‘ 290mm ‘
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NEKO / FUSION Linear System
Linear Light module

General Light Module Wallwasher Module

GL600

Linkable extruded aluminium

for continuous linear light

600mm for different system

Opal cover can be customized length

WW600

Uniform wall washer effect
600mm for different system
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Order Information Order Information
GL600-11W WW800-11W
SAMSUNG LED pwered by 250mA constant current LED driver SAMSUNG LED pwered by 250mA constant current LED driver
Model LED Power Systern Power LED Voltage LED Current CRI CGT  BEAM LED output System output Model LED Power Systern Power LED Voltage LED Current CRI CCT  LED output System output
GL600-11W-830 1w 13W 46V 250 mA 80 3000K 105° 1500 Im 1100 Im WW600-11W-830 1w 13W 46V 80 3000K  1500Im 900 Im
GL600-11W-840 1w 13W 46V 250 mA 80 4000K 105° 1600 Im 1200 Im WW600-11W-840 1w 13W 46V 80 4000K 1600 Im 950 Im
GL600-16W WW800-16W
SAMSUNG LED pwered by 350mA constant current LED driver SAMSUNG LED pwered by 350mA constant current LED driver
Model LED Power Systern Power LED Voltage LED Current CRI CGT  BEAM LED output System output Model LED Power Systern Power LED Voltage LED Current CRI CCT  LED output System output
GL600-16W-830 16W 18W 46V 350 mA 80 B000K 105°  2100Im 1600 Im WW600-16W-830 16W 18W 46V 80 3000K  2100Im 1200 Im
GL600-16W-840 16w 18W a6V 350 mA 80 4000K 105° 2300 Im 1700 Im WW600-16W-840 1B6W 18W 46V 80 4000K  2300Im 1300 Im
Light Distribution Light Distribution
g — g —
3000K 3000K
o GL600-11W-830 a WW600-11W-830
Diameter [Height. Emax Diameter ieighe Emax

0253 im 16l

o506 2m 10dx

o759 3m sl

o101 am 260

01264 Sm 17

Y S T

For more o see: e

em)

0196

0192

o588

o784

2980

1m

3861

96l

43k

24

151
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NEKO / FUSION Linear System
Linear Light module

Spot Light Module
—
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‘ POt 420 | 242l 308 | <19 |300mm
Order Information
SL300-35-13W
CREE LED pwered by 700mA constant current LED driver
Model LED Power  Systemn Power LED Voltage LED Current CRI CCT BEAM  LED output System output
SL300-3S-13W-830-12D 13W 15W 36V 350 mA 80 3000K 12° 1300Im 1000 Im
SL300-38-13W-840-12D 1B8W 15W 36V 350 mA 80  4000K  12° 1400 Im 11001m
SL300-38-13W-830-24D 1BW 1BW 36V 350 mA 80  B000K  24° 1300 Im 1000 Im
SL300-35-13W-840-24D 18w 15W 36V 350 mA 80  4000K  24° 1400 Im 1100 Im
SL300-38-13W-830-30D 13W 15W 36V 350 mA 80 3000K 30° 1300 Im 1000 Im
SL300-3S-13W-840-30D 183w 15w 36V 350 mA 80 4000K 30° 1400 Im 1100 Im
Light Distribution
gy —
3000K
1 5L300-35-13W-830-12D A SL300-35-13W-830-24D f 51300-35-13W-830-30D
12° 24° 30°
Diameter  [Height Emax Diameter  [Height Emax By (e
em) cm)
025 1m 110681x 046 m 46731x 057 m 29631
049 2m 3386k 291 2m 1105k o114 2m  788Ix
074 3m 1354 o137 3m S2ai o1 3m 337
299 4m  706lx o183 4m 307Ix 0229 4m  216kx
2123 Sm 499Ix 0228 Sm  185Ix 0286 Sm 1120x
200 100 0° 100 200 200 100 00 00 200 200 100 00 100 20°
For mors info sse: www.nekolghting.com

Spot Light Module
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Order Information

73

—-

Ty uer L
‘AW/S”‘“‘ 120 [ 242 [308 | <19 ‘ZOOmm‘

SL300-28-8W

CREE LED pwered by 700mA constant current LED diver

Model LED Power System Power LED Voltage LED Current  CRI CcCcT BEAM  LEDoutput Systemn output
SL300-25-8W-830-12D 8W 10w 24V 350 mA 80 3000K 12° 900 Im 700 Im
SL300-2S-8W-840-12D 8w 10W 24V 350 mA 80  4000K  12° 950 Im 750 Im
SL300-2S-8W-830-24D 8w 10w 24V 350 mA 80  8000K  24° 900 Im 700 Im
SL300-25-8W-840-24D 8w now 24V 350 mA 80  4000K 24 950 Im 750 Im
$SL300-2S-8W-830-30D 8W ow 24V 350 mA 80 3000K 30° 900 Im 700 Im
SL300-2S-8W-840-30D 8w 10w 24V 350 mA 80  4000K  30° 950 Im 7501m
Light Distribution
g —
3000K
i SL300-25-8W-830-12D f} 51300-25-8W-830-24D A 51300-25-8W-830-30D
12° 24° 30°
Diameter  [Height Emax Diameter  [Height,Emax Diameter  [Height Emax
025 m 8717k 046 m 32071 @57 m 17631x
049 2m 21791 091 2m  802Ix o4 2m  4410x
074 3m 968l 0137 3m 356l o 3m  196lx
099 [4m  5451x 0183 4m  2001x 0229 4m 110k
o123 Sm 349l 028 E N 0286 Sm o 71
0 o 100 200 00 100 o 100 200 00 100 0 100 200

Formors o ses: i nekolol
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NEKO / FUSION Linear System
Linear Light module

Accent Light Module

AL300

Different lens for beam control
Low glare contributed by black baffle

J—as = | 00 |
13W T A i L
700mA| [ q5e 308 | 45° #5xi5 | <19 |300mm

Order Information
AL300-13W
CREE LED pwered by 700mA constant current LED driver
Model LED Power System Power LED Voltage LED Current CRI CCT  BEAM LED output System output
AL300-13W-830-15D 18W 15W 18V 700mA 80 3000K 15°  1400Im 1100 Im
AL300-13W-840-15D 1BW 15W 18V 700mA 80 4000K 15°  1500Im 1200 Im
ALB00-13W-830-30D 18W 15W 18V 700mA 80 3000K 30°  1400Im 1100 Im
AL300-13W-840-30D 138w 1B5W 18V 700 mA 80 4000K 30° 1500 Im 1200 Im
AL300-13W-830-45D 18w 1B5W 18V 700 mA 80 3000K 45° 1400 Im 1100 Im
AL300-13W-840-45D 1B3W 15W 18V 700mA 80 4000K 45°  1500Im 1200 Im
AL300-13W-830-35Dx 15D 13 W 15W 18V 700mA 80 3000K 30°  1400Im 1100 Im
AL300-13W-840-35Dx 15D 13 W 1€ 18V 700mA 80 4000K 30°  1500Im 1200 Im
Light Distribution
g —
3000K
T AL300-13W-830-15D i AL300-13W-830-30D A AL300-13W-830-45D
15° 30° 45°
Diamerer [Height Emax Olameter [Height Emax Dimeter  [Height Emax
(e m)
o5 im0k o m 396 081 1533
o5t —lam a00x 057 m 992k o PR
o7 —{am sk ous m adti o3 m 170k
o0 —fum 71 o194 am 2 o324 am  asix
@128<—]5m 480k 0243 Sm 1590 8405 5m 61k
w w v w w w w v w T T

AL300-13W-830-35D X 15D

Dameter [Height Emax
o8 im 4ok
055 =l
P e

o112 —fam  308ix

o1I=——5m 197k

Up Light Module
Up Light
— ﬁ: —
Fss | 1200/1800 |
Order Information
UL1200-11W
SAMSUNG LED pwered by 250mA constant current LED driver
Model LED Power System Power LED Voltage LED Current CRI CCT  LED output System output
UL1200-11W-830 "mw 13W 46V 250 mA 80 3000K 1500 Im 1100 Im
UL1200-11W-840 mw 13W 46V 250 mA 80 4000K 1600 Im 1200 Im
UL1800-15W
SAMSUNG LED pwered by 350mA constant current LED driver
Model LED Power System Power LED Voltage LED Current CRI CCT  LED output System output
UL1800-15W-830 18W 18W 46V 350 mA 80 3000K  2100Im 1600 Im
UL1800-15W-840 15W 18W 46V 350 mA 80 4000K  2300Im 1700 Im
Light Distribution
gy —
3000K
e UL1200-11W-830

Diameter [Height Emax.
em)

0299 m a09
o508 122k
o897 Im sk
o115 am 25k
a1ass Sm 16
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NEKO/FUSION Linear System

Available mounting type

Recessed Surface mounted

N

Pendant

==

Pendant with uplight







NEKO/FUSION Linear System
FL1500-2*FF10/ FL1200-2*FF5

Order Information

[J FL1500)-2*FF10

CREE LED pwered by 700mA constant current LED driver, White profile, Black blind cover

] Model LED Power System Power LED Voltage LED Current CRI CCT BEAM LED output System output Length
FL1500(X)-2*FF10-44W-830-24D 44 W 48 W 31431V 700mA 80 3000K 24°  5200Im 3600Im 1500 mm
FL1500(X)-2*FF10-44W-840-24D 44 W 48 W 31431V 700 mA 80 4000K 24°  5600Im 3800Im 1500 mm
FL1500(X)-2*FF10-44W-830-40D 44 W 48W 31431V 700mA 80 3000K 40° 5200Im 3600Im 1500 mm
FL1500(X)-2*FF10-44W-840-40D 44 W 48 W 31431V 700mA 80 4000K 40°  5600Im 3800Im 1500 mm

Remark: X= P(Pendant) X=S(Surface mounted) X= R(Recessed mounted)

[J  FL1200(})-2FF5

GREE LED pwered by 700mA constant current LED driver, White profile, Black blind cover. With Up Light module UL1200 avallable for suspended version.

Model LED Power System Power LED Voltage LED Current CRI  CCT BEAMLED output System output Length
FL1200(X)-2'FF5-22W-830-24D 22 W 286W 16+16V 700mA 80 3000K 24° 2600 Im 1800Im 1200 mm
| FL1200(X)-2'FF5-22W-840-24D 22 W 26W 16+16V 700mA 80 4000K 24°  28001Im 1900Im 1200 mm
FL1200(X)-2*FF5-22W-830-40D 22 W 26W 16+16V 700mA 80 3000K 40° 2600 Im 1800Im 1200 mm
FL1200(X)-2*FF5-22W-840-40D 22 W 26W 16+16V  700mA 80 4000K 40°  2800Im 1900 Im 1200 mm

Remark: X= P(Pendant) X=S(Surface mounted) X= R (Recessed mounted)
Linear fixture color

White channel
Black cover

White channel
White cover

Black channel -
Black cover

| Light Distribution of Module
Rl 5 e J{ < { ook
T‘ | 3000K
o — J—
n n o 50 | n n
44W/22W g';:gg ;éggﬁ ggggu‘mgggw o Y CREE+% | 1500/1200 } FF10-22W-830-24D FF10-22W-830-40D
4000K | 4000im/2000im | 2451 FA0T | 50,000neLs0 24° 40°
Diameter  [Height Emax u.(mm. [Height,Emax
m) cm)
046 Im 8071Ix 075 [1m 3563Ix
Kurze Info Short Info 0% 2m 2019k o149 2m  891ix
-Lineares Profil mit integrierten Fusion Einbauleuchten -Linear profile with FUSION downlight model inserted o138 Im 897k 03 3m  306ix
-Optional mit Indirektbeleuchtung lieferbar -Optional Up Light module for pendant versions
-Aluminiumdruckguss Profil +Diecast aluminium profile 0184 4m 505k 0298 4m 223l
-Ein-Aus / Phasenabschnitt / 1-10V/ DALI ‘Non-Dim/ Phase Dim / 1-10V / DALI e s
023 5m 323 m 143k

Features

A—

“FUSION model interchangeable Tool-free suspended length adjustment
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NEKO/FUSION Linear System
FL1800-GL1800/ FL1200-GL1200

‘DUEE‘

2700K
3000K
4000K

BCE

2900Im/2100Im
3100Im/2200Im
3300Im/2400Im

105°

CRIBO

CRI9O

‘ 32W/22wW
50,000n@LBO

| )

| 1800/1200

Kurze Info

-Lineares Profil mit integriertem Allgemeinbeleuchtungs-Modul
+Profillange mit 1200 mm und 1800 mm mit komplett integriertem
Allgembeleuchtungs-Modul GI600

‘LED 3-Step MacAdam

-Optional mit Indirektbeleuchtung lieferbar
-Profilverbindungsstticke fiir lange Profillangen
-Aluminiumdruckguss Gehéuse

+Ein-Aus / Phasenabschnitt / 1-10V / Dali

Short Info

-Linear profile with general light modules inserted

-Profile length 1200mm and 1800mm with General Light Module
GL600 modules inserted

-LED 3-Step MacAdam

-Optional Up Light module for pendant versions

-Linear connector provided for profiles’ connection

-Diecast aluminum housing

‘Non dim / Phase dim / 1-10V dim / DALI dim

Features

= A—

Linear connector for profiles’ connection -Tool-free suspended length adjustment

Order Information

[] FL1800(X)-GL1800

SAMSUNG LED pwered by 700mA constant current LED driver, White profile, PMMA cover. With Up Light module UL1800 available for suspended version.

Model LED Power System Power LED Voltage LED Current CRI CCT BEAM
36W
36 W

FL1800(X)-GL1800-32W-830 32 W
FL1800(X)-GL1800-32W-840  32W

LED output System output Length
4200 Im 3100Im 1800 mm
4400 Im 3200 Im 1800 mm

Remark: X= P(Pendant) X=S(Surface mounted)

[]  FL1200X)-GL1200

X=R(Recessed mounted)

SAMSUNG LED pwered by 500mA constant current LED driver, White profile, PMMA cover. With Up Light module UL1200 available for suspended version.

Model LED Power System Power LED Voltage LED Current CRI CCT BEAM LED output System output Length

FL1200(X)-GL1200-22W-830 22 W
FL1200(X)-GL1200-22W-840 22 W

26 W
26W

3000 Im 2200Im 1200 mm
3200 Im 2400Im 1200 mm

Remark: X= P(Pendant) X=S(Surface mounted)

Linear fixture color

White channel
PMMA cover

Black channel !
PMMA cover

Light Distribution of Module

X= R(Recessed mounted)

g s
3000K

GL600-11W-830

(cm)

0253 m

0506 2m

0759 3m

o101 am

21264 5m

Diameter  [HeighiEmax

416l

1041

46l

261k

17l
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NEKO/FUSION Linear System
FL1800-WW1800/ FL1200-WW1200

‘D.'D’EE

v B CB C€

2300Im/1700Im

2700K

Order Information

O

FL1800(X)-WW1800

SAMSUNG LED pwered by 700mA constant current LED driver, White profile. With Up Light module UL-1800 available for suspended version.

Model LED Power System Power LED Voltage LED Current CRI CCT LED output System output Length
FL1800(X)-WW1800-32W-830 32 W 36W 46V 700 mA 80 3000K 4200 Im 2500Im 1800 mm
FL1800(X)-WW1800-32W-840 32 W 36 W 46V 700 mA 80 4000K 4400Im 2700 Im 1800 mm

Remark: X= P(Pendant) X=S(Surface mounted) X=R(Recessed mounted)

FL1200()-WW1200

SAMSUNG LED pwered by 500mA constant current LED driver, White profile. With Up Light module UL1200 available for suspended version.

Model LED Power System Power LED Voltage LED Current CRI CCT LED output System output Length
FL1200(X)-WW1200-22W-830 22 W 26W 46V 500 mA 80 3000K 3000Im 1800Im 1200 mm
FL1200(X)-WW1200-22W-840 22 W 26 W 46V 500 mA 80 4000K 3200Im 1900Im 1200 mm

Remark: X= P(Pendant) X=S(Surface mounted) X=R(Recessed mounted)

Linear fixture color

White channel

Black channel =

Light Distribution of Module

| )

1 12!
32W/22wW g';:gg 3000K | 2500Im/1800Im ‘ @’ | 800/1200
4000K | 2700Im/1900Im 50,000h@L80
Kurze Info Short Info

-Lineares Profil mit integriertem Wallwasher Modul
-Profillange 1200 und 1800 mm mit komplett integriertem
Wallwasher - gleiche Lange

‘LED 3-Step MacAdam

-Optlonal mit Indirektbeleuchtung lleferbar
+Profilverbindungsstticke fiir lange Profillangen
-Aluminiumdruckguss Gehéuse

+Ein-Aus / Phasenabschnitt / 1-10V / Dali

-Linear profile with wall washer modules inserted

-Profile length 1200mm and 1800mm with Wall Washer Modules
inserted-same length

‘LED 3-Step MacAdam

-Optional Up Light module for pendant versions

-Linear connector provided for profiles' connection

+Diecast aluminum housing

-Non dim / Phase dim / 1-10V dim / DALI dim

Features

I

“Linear connector for profiles’ connection -Tool-free suspended length adjustment

e
3000K

WW600-11W-830

Diameter  [HeightEmax
019 m 386k
2392 2m 96l
0388 3m 43
o784 am 24l
2980 5m 15k

For mors info se: wnekolghiing.com

www nekolighting.com | 064



NEKO/FUSION Linear System

FL1200-2*AL300

|
miy g R R B C€
‘ 0 e ‘C ‘ - \ \ |
2700K | 2100im g~ s 300 2001150011800 —— 220
Shiso L TATATA Riliss 1200/1500/1 - —
K &
26W| Crioo | 3000 | 2200 |14 58 308 Vas™ 88| so,ooomeLs0
Kurze Info Short Info

-Lineares Profil mit Akzentbeleuchtungsmodul
-Profillange 1200 mm mit zwei AL300 Modulen
‘LED 3-Step MacAdam

-Optional mit Indirektbeleuchtung lieferbar
-Profilverbindungsstiicke fir lange Profillangen
+Aluminiumdruckguss Gehéuse

-Ein-Aus / Phasenabschnitt /1-10V / Dali

-Linear profile with accent light modules inserted

-Standard profile length 1200mm, with 2pcs AL300 modules
inserted at both sides

-LED 3-Step MacAdam

-Optional Up Light module for pendant versions

-Linear connector provided for profiles' connection

-Diecast aluminum housing

-Non dim / Phase dim / 1-10V dim / DALI dim

Features

Linear connector for profiles’ connection -Tool-free suspended length adjustment

Ae—
2

Order Information

[J  FL1200(x)-2*AL300
CREE LED pwered by 700mA constant current LED driver, White profile. With Up Light module UL1200 available for suspended version.
Model LED Power System Power LED Voltage LED Current CRI CCT BEAM LED output System output Length
FL1200(X)-2*AL300-26W-830-15D 26 W 30w 36V 700mA 80 3000K 15° 3000 Im 2200Im 1200 mm
FL1200(X)-2*AL300-26W-840-15D 26 W 30w 36V 700 mA 80 4000K 15° 3400 Im 2400Im 1200 mm
FL1200(X)-2*AL300-26W-830-30D 26W 30w 36V 700mA 80 3000K 30° 3000 Im 2200Im 1200 mm
FL1200(X)-2*AL300-26W-840-30D 26 W 30W 36V 700 mA 80 4000K  30° 3400 Im 2400 Im 1200 mm
FL1200(X)-2*AL300-26W-830-45D 26W 30w 36V 700mA 80 3000K 45° 3000 Im 2200Im 1200 mm
FL1200(X)-2"AL300-26W-840-45D 26W 30w 36V 700mA 80 4000K 45° 3400 Im 2400Im 1200 mm
FL1200(X)-2*AL300-26W-830-35Dx15D 26 W 30w 36V 700 mA 80 3000K 35°x15° 3000Im 2200Im 1200 mm
FL1200(X)-2"AL300-26W-840-35Dx15D 26 W 30w 36V 700 mA 80 4000K 35°x15° 3400 Im 2400Im 1200 mm
Remark: X= P(Pendant) X=S(Surface mounted) X= R(Recessed mounted)
Linear fixture color
White channel
Blackchannel [
Light Distribution of Module
g —
3000K

AL300-13W-830-15D

15°
Diameter  [HeightEmax
m)
025 m 120121
051 2m 3003k
077 3m 1335k
0102 am 751
012 Sm 480

200 10 0 100 200

AL300-13W-830-35D X 15D

Diameter  [HeightEmax
)

o2 m 49291

056 2m 1232

085 3m 548l

o112 4m 308l

o141 5m 197

AL300-13W-830-30D

[HeightEmax

m

45°

AL300-13W-830-45D

39691

9021k

a41lx

248lx

1501

Diameter
281
0162
0243

0324

[HeightEmax
1m 15331
2m 383
3m 170k
4m o6l

5m 6l
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NEKO/FUSION Linear System
FL1200-4*SL300-3S

oToD

% B B C€ 0 | (

4

'OT I 55" — 300—|—— 300—|"" — 300—— 300—|

n n n 50

52w S8 | 5000k doooim E+ @ ‘~71200/ 1500/ 1800 ‘
CRISO | 000K | a400im | 925 242|130 | s0,000neLs0

Kurze Info Short Info

-Lineares Profil mit integrierten Spotlightmodulen -Linear profile with spot light modules inserted

-Profillange 1200 mm mit 4 Stuck integrierten SL300-3S Modulen +Profile length 1200mm, with 4pcs SL300-3S modules inserted

-Verschiedene Spotlightmodule erhéltlich
-LED 3-Step MacAdam

-Optional mit Indirektbeleuchtung lieferbar
-Profilverbindungsstucke fir lange Profillangen
-Aluminiumdruckguss Gehéuse

+Ein-Aus / Phasenabschnitt / 1-10V / Dali

-Different spot light modules combination available
-LED 3-Step MacAdam

-Optional Up Light module for pendant versions
-Linear connector provided for profiles’ connection
-Diecast aluminum housing

-Non dim / Phase dim / 1-10V dim / DALI dim

Features

Linear connector for profiles’ connection Tool-free suspended length adjustment

Av—
A

Order Information

[] P.1200(X)-4*SL300-38

CREE LED pwered by 350mA constant current LED driver. With Up Light module UL1200 available for suspended version.

Model

FL1200(X)-4*SL300-3S-52W-830-12D

FL1200(X)-4*SL300-3S-52W-840-12D
)

FL1200(X)-4*SL300-3S-52W-830-24D
FL1200(X)-4*SL300-3S-52W-840-24D
FL1200(X)-4*SL300-3S-52W-830-30D
FL1200(X)-4*SL300-3S-52W-840-30D

Remark: X= P(Pendant) X=S(Surface

Linear fixture color

White channel

White spot 4

Black channel '
Black spot

LED Power System Power LED Voltage LED Current CRI

52 W 60 W 12 V/Spot 350mA 80
52 W 60 W 12 V/Spot 350mA 80
52W 60 W 12 V/Spot 350mA 80
52w 60W 12V/Spot  350mA 80
52 W 60 W 12 V/Spot 350mA 80
52 W 60 W 12 V/Spot 350mA 80

mounted)  X= R(Recessed mounted)

CCT BEAM LED output System output Length
3000K 12°  5200Im 4000Im 1200 mm

4000K 12° 5800 Im 4400 Im 1200 mm
3000K 24° 5200 Im 4000 Im 1200 mm
4000K 24°  5800Im 44001m 1200 mm
3000K 30°  5200Im 4000Im 1200 mm
4000K 30° 5800 Im 4400 Im 1200 mm

Light Distribution of Module
f —
3000K
T SL300-15-4W-830-12D f SL300-1S-4W-830-24D iy SL300-15-4W-830-30D
12° 24° 30°
Diameter  [HeightEmax Diameter  [HeightEmax Diameter  [HeightEmax
m)
025 m d6sdl ou m 148k os1 m o2k
049 2m 9210 88 2m  371Ix 0102 2m  232Ix
o7 3m 410k 0133 —jam 16sk o159 —fam 103
298 [4m 2301 0177 4m  93Ix 0205 [4m  58Ix
012 Sm 148Ix 022 Sm 60Ix 025¢ Sm 37Ix
w0 10 o 0 o w0 o 0 2o w0 0 o 0 2w
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NEKO/FUSION Linear System
FL1200-2*AL300+GL600

Order Information

[  FL1200(X)-2*AL300+GL600

CREE LED pwered by 700mA constant current LED driver, White profile. With Up Light module UL1200 available for suspended version.

L] Model LED Power System Power LED Voltage LED Current CRI CCT BEAM  LED output System output Length
FL1200(X)-2*AL300+GL600-37W-830-15D 37TW Mnw 47V 700mA 80 3000K  15°+105° 4100Im 3000Im 1200 mm
FL1200(X)-2*AL300+GL600-37W-840-15D 37T W 41 W 47V 700mA 80 4000K 15°+106° 4400 Im 3200Im 1200 mm
FL1200(X)-2*AL300+GL600-37W-830-30D 37T W “uw 47V 700mA 80 3000K  30°+105° 4100Im 3000Im 1200 mm
FL1200(X)-2*AL300+GL600-37W-840-30D 37T W 41 W 47V 700mA 80 4000K  30°+105° 4400Im 3200Im 1200 mm
FL1200(X)-2"AL300+GL600-37W-830-45D 37w 4w 47V 700mA 80 3000K  45°+105° 4100Im 3000Im 1200 mm
FL1200(X)-2"AL300+GL600-37W-840-45D 37T W M“w 47V 700mA 80 4000K  45°+105° 4400Im 3200Im 1200 mm

" FL1200(X)-2"AL300+GL600-37W-830-35Dx15D 37 W 1MW 47V 700mA 80 3000K 35°x15°+105°4100 Im 3000Im 1200 mm
FL1200(X)-2"AL300+GL600-37W-840-35Dx15D 37 W 41 W 47V 700mA 80 4000K 35°x15°+105°4400 Im 3200Im 1200 mm

Remark: X= P(Pendant) X=S(Surface mounted) X= R(Recessed mounted)

Linear fixture color

/ White channel

Black channe! R
Black channel

Light Distribution of Module
g
3000K
T AL300-13W-830-15D iy AL300-13W-830-30D A AL300-13W-830-45D
15° 30° 45°
| Diameter Height Emax Diameter Height Emax Diameter et Emax
L (em) (em) {em)
OT 0 Qe
<19 —
2700K | 28001 gx — ‘ﬁ ‘% 300#‘ ‘% 300%‘ 51 2m 3003k 097 2m 9920x 2162 2m 383k
e N
37TW ?E{"gg 3000K | 3000Im CREE+ | 1200/1800 |
” 4000K | 3200im | 15* | 30° 45" |35°15° 50,000h@L8O 077 3m 1335k 0145 3m 441l 0243 3m 170k
o102 an 75 o194 am 24 o324 am i
o128 Sm asoi o2 sm 1591 o405 sm ol
Kurze Info Short Info » w0 o o o 0 10 o 1w 2w 0 1 o 1 2
-Lineares Profil mit Akzent- und integrierter Allgemeinbeleuchtung -Linear profile with accent light and general light modules inserted n NSRS n
«Profillang 1200 mm mit 2 Sttick AL300 und 1 Sttick GL600 Modul +Profile length 1200mm, with 2pcs AL300 modules and 1pcs GL600 i | GL600-11W-830
integriert inserted Ay
-LED 3-Step MacAdam ‘LED 3-Step MacAdam n‘rm}m [Height. Emax [Height. Emax
-Optional mit Indirektbeleuchtung lieferbar -Optional Up Light module for pendant versions o2 S B,
-Profilverbindungsstticke fiir lange Profilldngen -Linear connector provided for profiles’ connection
-Aluminiumdruckguss Gehéuse -Diecast aluminum housing G5 Ea= 2m 104k
-Ein-Aus / Phasenabschnitt / 1-10V / Dali -Non dim / Phase dim / 1-10V dim / DALl dim . N -
o1 am 308k am 26l
o1 Sm 97k Sm i
w o o 10w
Features
——
¢ —
—t

Linear connector for profiles’ connection -Tool-free suspended length adjustment
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FUSION Downlight Module

Accent Light Module
300mm
AL300

Wall Washer Module
600mm
WW600

Blind Cover Module

General Light Module

600mm
GL600

Spot Light Module

300mm
SL300

Linear System with more modules combination available.
Al available with Suspended, surface mounted and recessed mounted versions.
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