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Large viewing angle, high illumination
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High quality SMD LED chip
Large choice of Color Temperatures (2000k-6500k)
UV & flame resistant construction (PVC)
Domed profile for large viewing angles (270°)
Uniform & even light source with no LED "hotspots”
Highillumination
Flexible with 120mm minimum bending diameter
Easy to use, with DIY accessories for joining, terminating,
mounting & powering
9. HighIP rating (IP68)
10. Ambient temperature: -20°C~45°C;
Operating temperature: 0°C~45°C
11. Continuous length up to 100m
12. Environmentally friendly & energy efficient
13. Automated production, high reliability & long warranty
14. 5 years life span
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Perfect replacement for Glass Neon. The curved profile allows
for alarge viewing angle. Suitable for indoor, outdoor,
architectural and signage applications
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Beam Bending Flame uv Solvents  Saltwater 1P68 1K08

Angle  Diameter Resistant Resistant Resistant Resistant Protection Protection Warranty

Technical Data Connection Diagram for Injection-Moulded Light

Article No. C-FR-F21B-D24V C-FR-F21B-D24V C-FR-F21B-230V C-FR-F21B-230V C-FR-F21B-CC-24V C-FR-F21B-CC-24V
Color Red/Amber Green/Blue/White Red/Amber Green/Blue/White Red/Amber Green/Blue/White
Working Voltage DC24v DC24V AC230V AC230V DC24v DC24v Vi Fil 7 DC24Vinput
| E— 1 T R T DT TR S T
Rated Power / mtr 7.2W 12w 8w 12w 6.5W 10.6W Length 1 Length 2 Length 3
LED Qty/mtr 60LEDs 60LEDs 72LEDs 72LEDs 60LEDs 60LEDs
LEDDistance 1.67cm 1.67cm 1.39cm 1.39cm 1.67cm 1.67cm -
Min. Cutting Unit 10LEDs (16.7cm) 6LEDSs (10cm) 72LEDs (1m) 72LEDs (1m) 10LEDs (16.7cm) 6LEDs(10cm) ;_J m
Continuous Length 15m 10m 100m 80m 15m 10m
IP Rating 1P68/IP40 1P68/IP40 IP65/1P40 1P65/1P40 1P68/1P40 1P68/IP40
Length1 Length 2 Length 3
[ I I T A T
Matching Table for Power and Length(DC24V) W W T[ DC24V input
Power 35w 60w 100w 120w 150w 150w 180w 240W 320w
7.2W Length 5m 7.5m 12m 15m 18.5m 22m 30m
12W Length 2.5m 4.5m 7.5m 9.0m 10m 13.5m 18m 20m - - -
Energizing Way pCinput = =9 | [ D DCinput = w&=ii | | BE=r—= DCinput k' 4
01/02 o1 02

>>More details refer to P175

stomized Length of Injection-Mould Light(Low Voltage)

Package Data Lengthl Length2 Length 3 Length4 Length 5 Length6 Length7

Carton: 50m/ctn 632*522*225mm 30kg Length(Green/Blue/White) 10cm 20cm 50cm 100cm 200cm 500cm 1000cm

>>More details refer to P183 Length(Red/Amber) 16.67cm  33.34cm 50cm 100cm 200cm 500cm 1000cm



Photometric Data

Article No.
LED Type
Beam angle
Color

Red

Green

Blue
Amber

Warm White

White

Cool White

Daylight White

C-FR-F21B-D24V
SMD

160°
CCT/Wavelength
620-630nm
520-530nm
460-470nm
590-595nm
2725+145K
3045+145K
3465+245K
3985+275K
4503+243K
5028+283K

5665+355K

Article No.
LED Type
Beamangle
Lumen/m Color
>120Im Red
>280Im Green
>40Im Blue
>90Im Amber
>380Im Warm White
>380Im White
>380Im Cool White
>380Im Daylight White
>380Im
>380Im
>380Im

Photometric Data

C-FR-F21B-230V

SMD

160°

CCT/Wavelength Lumen/m
620-630nm >90Im
520-530nm >210lm
460-470nm >30Im
590-595nm >65Im
2725+145K >260Im
3465+245K >260Im
4503£243K >260Im
5665+355K >260Im

Photometric Data Candle power distribution llluminance Characteristics

Article No.
LED Type
Beamangle
Color

Red

Green

Blue

Amber

Extra Low Temp.

Warm White

White

Cool White

Daylight White

C-FR-F21B-CC
SMD

160°
CCT/Wavelength
620-630nm
520-530nm
460-470nm
590-595nm
2000+100K
2200+100K
2400+100K
2725+145K
3045+145K
3465+245K
3985:275K
4503+243K
5028+283K

5665+355K

Lumen/m -.' (1] .' . /\

>120Im

>280Im

>40Im

>90Im

>280Im

>280Im
>280Im
>380Im
>380Im
>380Ilm
>380Im
>380Im
>380Im

>380Im



F21B Accessories

Protection

1P68
Protection

1P68
Protection

Sleeve Front Connector  Sleeve End Cap Sleeve Jumper

Screw Front Connector ~ Screw End Cap Screw Jumper
Clasp Front Connector  Clasp End Cap jecti Ided Front Injectj Ided Front Injecti lded
Conneclor (side) Cunnecmr(bottom) End Cap

Optional accessories ﬁ

L Extension Shape T Extension Shape X Extension Shape Seamless Power T-Feed Seamless Middle Connector Power T-Feed

Installation Accessories

Aluminum Profile Self-locking Aluminum Profile

Tool kit

Cutter Gripper Insertinducer
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System Diagram

Male & Female Connector




